0-10v
4-20MA
NTC

/

N\ 0-10v

Zag

|AD2*|AD3*| GND| |AD4*|AD5*| GND| |AD6*|AD7*| GND| IAD8*|AD9*| GND| | FAO*| GND|

Upper terminals

Two-wire 4-20mA input NTC input
ADO+——@—24v ADO
&b o o — |
Four-wire 4-20mA input 0-10V input
ADOﬂ 2 ADO+
GND v GND

Analog 0-10V output

DAO+
GND

The input COM terminal must be connected to 0V

DC24V
Power supply
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0-10V output

0-10V output

s

DA1

YDAO

YDA1

GND

YDA2

YDA3| NC

GND

\\

Module
extenswns

RRRER

24V| ov |COM| X0| X1 | X2|X3|X4|X5|X6| X7 |X1(1X1 1|X12|X13|X14|X15|X16|X17|X2(1X21|X22|X23|X24|X25|X26|X27|

Download port

Sensor model: NPN

|X3(1 X31 X32|X33|X34|X35|X36|X37|

|X40|X41|X4Z|X43|X44|X44X46|X4 AN-HEAN-]

Sensor model: NPN

FX3U-72MR-10AD—-6DA

Sensor model: NPN

YO | Y1 | Y2 | Y3 | Y4 | Y5 | Y6 | Y7 |COM0| |Y10|Y11|Y12|Y13|Y14|Y15|Y16|Y17|COM1| |Y20|Y21|Y22|Y23|Y24|Y25|Y26|Y27|COM2|

|Y30| Y31 |Y32 |Y33|Y34 | Y35|Y36|Y37 |COM3

-

* |

empty
Y0-Y3is used for
YDA output occupancy
0-10V
ﬁ;gOMA Two-wire 4-20mA input NTC input
ADO+—@—24v ADO
/ \ 0-1ov GND ——ov o |
proforfee] forfordoe] - foforfoe] focforloo] poogorfue] [ polee] | T [ e
20V ADO+
o a0
Upper terminals o | [T oy e
(Suicing, e Ij pol 0o
24\/ o DM 'YDAO | YDA1| GND YDA2|YDA3| NC GND|
The input COM terminal must be connected to 0V vm GND /
oV
DC24V ] ] ] J ] ] ] I Module
Power supply |_|_| extensions

oV

24V

24V| ov |COM| X0

|X1|X2|X3|X4|X5|X6|X7|X10|X11|X12IX1 4|X15IX éIX 7|X2(1X21X22IX23|X24|X25|X26|X27|

X3(1X31 X32|X33i)(34|X34X36|X37|

|X4(1 X4 1IX42|X44X4A|X45‘X46|X47}AN*+AN*L

Download port

Sensor model: NPN

Sensor model: NPN

FX3U-72MT-10AD—6DA

Y0-Y37 transistor output COM0, COM1, COM2, COM3 terminals must be c

onnected to OV

Sensor model: NPN

YO | Y1 | Y2 | Y3 | Y4 | Y5 | Y6 | Y7 |COM0| |Y10|Y11|Y12|Y13|Y14|Y15|Y16|Y17|COM1| |Y20|Y21|Y22|Y23|Y24|Y25|Y26|Y27|COMZ| |Y30|Y31|Y32|Y33|Y34|Y35|Y36|Y37|00M3| L3 |XL+|

Y0-Y3 is used for YDA output occupancy ’x‘ ’x‘ }Z‘ ’x‘

PRI

PRI

AR

The XL+ terminals are designed to protect the internal transistor board, which greatly improves product reliability and longevity, and is highly recommended

This terminal must be
individually connected
directly to the 24V of the
switching power supply

DC24V
Switching
power supply
24V oV

0-10V

ﬁ;gOMA Two-wire 4-20mA input NTC input
. ADO+—=@}—24v Ano+—$—|
/ N\ 0-1ov GND GND
P\DO*lADW 0| GND| IADZ‘IADG‘l GND| |AD4*|ADS¢| GND| IADMIAD70| GNDl IADE‘IAD‘?‘l GNDl | })AUOl GND| . N
Four-wire 4-20mA input 0-10V input
ADo‘“’ ADO+
GND o GND

Upper terminals

Analog 0-10V output
DAO:

0-10V output

0-10V output

GND

The input COM terminal must be connected to 0V

DC24V
Power supply
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DAt [voAo| voat | o voa2|voa3| ne | ano
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Module
extensions

24V| ov |GOM|

X0|X1|X2|X3|X4|X5|X6|X7|X1C|X11|X12|X1 4|X1 IX16X1 2C|X21|X24X 24|X 2 27|

3 x31|x321x34x34|x351x3a|x37|

|X4(*X41|X42IX44X44|X44X44X4

AN +AN

Download port

Y0-Y1

Sensor model: NPN

Sensor model: NPN

FX3U-72MRT (12MT16MR) —10AD—6DA

7 transistors output COMO, COM1 terminal must be connected to 0V

Sensor model: NPN

YO | Y1 | Y2 | Y3 | Y4 | Y5 | Y6 | Y7 |CUMO| |Y10|Y11|Y12|Y13|Y14|Y15|Y16|Y17|COM1| |Y20|Y21|Y22|Y23|Y24|Y25|Y26|Y27|COM2| |Y30|Y31|Y32|Y33|Y34|Y35|V36|Y37|COM3 e |XL+

ottebly pootetbis

The XL+ terminals are designed to protect the internal transistor board, which greatly improves product reliability and longevity, and is highly recommended

This terminal must be

individually connected
directly to the 24V of th
switching power supply




